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AC LINE INPUT AC NEUTRAL AC Output - L1

GEN AC INPUT

0-10V (Dim +) 0-10V (Dim -)

Maximum Values per Controller

AC Input 120-277VAC
Contact Rating
Magnetic Ballast 20A @ 277VAC

Contact Rating
Electronic Ballast

16A @ 277VAC

Contact Rating
Tungsten Ballast 10A @ 120VAC

GEN NEUTRAL

A-E20-00-17-DJR0

20A Emergency Lighting Relay with 0-10 Override

MODEL: A-E20-00-17-DJR0

AC INPUT: Normal 120-277VAC l 50/60Hz l 24mA Max.
                  Emergency 120-277VAC l 50/60Hz l 118mA Max.

AC OUTPUT: Normal 120-277VAC l 50/60Hz l 24mA Max.
                  Emergency 120-277VAC l 50/60Hz l 118mA Max.
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C-T20-17-DJ00
BLE to 0/10V Power pack with 20A Relay & 24V AUX

Input Voltage: 100-277VAC 50/60Hz
Output Relay Current:
20A, 120-277V FOR General use / Resistive load
8A, 120-250V FOR Tungsten load

1/2 HP@120V ，C1 HP@240V
Output 0/1-10V Current: 25mA Max
Aux Power:Max.24V,50mA
Sensor In:0-24Vdc

Operating Temperature Range:0-40 °‹C
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